
938218/08-0109

CaTECH 700REX (illustrated)
or

CaTECH 700REX SWING
(cylinders not supplied)

Assembly of Cylinder to Carrier Assembly
239452 &

239037/38/40/41 (shown inset)

150 kg
330 lb

145 kg
320 lb

938251

938216

938266

700REX Swing

700REX

B l a t c h f o r d
P r o d u c t s  L t d
L is te r  Road,  Bas ings toke ,  Hampsh i re ,
RG22 4AH,  Un i ted  K ingdom
Te l e p h o n e :  + 4 4  ( 0 ) 1 2 5 6  3 1 6 6 0 0
F a c s i m i l e :  + 4 4  ( 0 ) 1 2 5 6  4 7 9 7 0 5
E m a i l :  s a l e s @ b l a t c h f o r d . c o . u k
w w w . e n d o l i t e . c o . u k



Lower Attachment Upper Attachment

Apply Loctite 243
to thread only

(926012)

5

10Nm

Assemble with slow
twisting action using

wrench key

Apply Grease-Lithium based
(928003)

Apply STP Oil
Treatment (928105) to

both washers

Apply Loctite 222
(926001) to set screw

after assembly of
cylinder (DO NOT
OVERTIGHTEN)

2.5

5

WHITE
0.6 THICK

BLACK
0.5 THICK

Choose thickness to minimise side play.
After fitting, limb must return to full extension after
knee flexion.

PREFERRED

Pull side of knee ball out


